Water Well Drive Points

60 wire models - 304 and 316 Stainless Steel

Tensile Column
Strength? Strength?
(Ibs.) (Ibs.)

1 1
Size (in.) Screen Weight Max Depth

(Ibs./ft.) (ft.)

1.25 1.7 1.0 1,000 5,500 5,800
2P 2.4 1.7 1,000 7,200 8,700
2P Sand Point 2.6 2.0 1,000 4,900 4,200
3P All Drive 3.7 3.0 1,000 12,700 13,400
4P All Drive 47 4.0 600 16,300 21,400
4P - Double Drive 4.8 4.0 1,000 16,300 21,400
Open Area - sq in./ft .of Screen
Screen Slot Size - (thousandths of an in.) Screen Slot Size - (thousandths of anin.)
30 6 10 12 15 20 30
1.25 5.8 9.1 106 127 15.9 21.2 6,155 5,804 5,642 5,417 5,078 4514
2P 8.2 12.8 15.0 17.9 22.4 29.9 2,349 2,215 2,153 2,067 1,938 1,722

2P Sand Point 8.9 14.0 16.3 19.6 245 32.6 1,825 1,721 1,673 1,606 1,506 1,338
3P All Drive 12.6 19.7 23.0 27.6 34.5 46.1 638 620 603 573 543 483
4P All Drive 16.0 25.2 29.4 35.3 441 58.8 318 300 291 280 262 233

4P - Double
Drive

11.3 18.1 21.3 258 32.9 45.2 835 801 785 763 728 667

90 Wire Models - 304 and 316 Stainless Steel

. . Screen Weight! el LT
Size (in.) 0D (in.) Max Depth (ft.) Strength? Strength®
(Ibs./ft.)

(Ibs.) (Ibs.)
1.25 1.7 1.0 1.7 600 5,500 5,800
2P 24 1.7 2.3 600 7,200 8,700
2P Sand Point 2.6 2.0 2.0 600 4,900 4,200
4P All Drive 46 40 48 250 16,300 21,400
. Open Area - sg. in./ft. of Screen
(Sl|nz? Screen Slot Size (thousandths of anin.) Screen Slot Size (thousandths of anin.)
6 10 12 15 20 30 6 10 12 15 20 30
1.25 4.0 6.4 756 9.2 1.7 16.1 249 2396 2348 2280 2176 1,993
2P 5.7 9.1 10.7 12.9 16.5 226 857 822 806 782 747 684

ZIE,OSi?]?d 59 9.5 1.1 13.5 17.2 23.7 743 713 699 679 648 534

4P All
Drive

11.0 17.6 20.7 25.2 32.0 44.0 118 113 1M 108 103 94

- Transmitting capacity (gpm/ft. of screen) = open area x 0.31 @ 0.1 ft./sec
- P - pipe size

1. Weight is based on 10 slot construction, no fittings

2. Tensile and column strengths include a 30 percent safety factor

3. Column strength is based on 5 ft. screen barrel length

4. Calculated collapse values - no safety factor included

Drive Point



